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Model GMK 6300 equipped with: 4x Front Axles 2x Rear Axles Total

12 x 8 x 10drive/steer; 20.5R25tires, LESSoutrigger
floats; hook blocks; spare tirelwheel; and all
counterweights.

111,000 Ibs.
(4 x 27,750)

57,500Ibs.
(2 x 28,750)

168,500 Ibs.

Add:
Outrigger floats
Auxiliaryhoist
16.00R25tires in lieu of 20.5R25
14.00R25tires in lieu of 20.5R25
Spare tire/wheel.. 14.00R25
Spare tire/wheel - 16.00R25
Sp'are tire/wheel - 20.5.R25

Remove:
2x front outrigger beams/jacks
2x rear outrigger beams/jacks
Main hoist
Cable only/main hoist
Boom complete (less lift cylinder)
4x telescope sections only
Boom liftcylinder

2 GMK6300

+ 227 + 545 + 772
3,160 + 8,275 + 5,115
740 .. 370 - 1,110
1,800 - 900 .. 2,700
290 + 875 + 585
360 + 1,080 + 720
400 + 1,210 + 810

5,500 .. 120 - 5,620
+ 2,380 - 8,440 - 6,060
+ 2,215 - 7,595 - 5,380
+ 870 .. 2,990 - 2,120

52,560 - 5,000 - 57,560
39,880 + 1,780 - 41,660
3,650 - 1,675 .. 5,325 I




